


We may not be able to predict our future, but one 

thing’s for sure we can assist to prolong it from one 

generation to the next by providing hygiene and 

wellness within the spaces we occupy, be it 

accommodation, educational or professional...

A primary contributor for creating ‘wellbeing’ 

within a building is the type of flooring used. 



user experience, e.g., acoustic,

warmth, comfort, grip, non-allergic, odour free & color.

Simply put, flooring materials can be classified as hard, resilient 

or soft. Hard and soft materials are easily distinguished and 

represented by ceramic tiles at one end of the scale and textile 

floor finishes at the other. Between are a wide selection of 

semi-hard resilient finishes, including vinyl sheet, LVT, SPC, 

rubber and linoleum.

Within each category a further level of properties includes 

imperviousness, smoothness, slip-resistance, fire hazard 

properties, dirt retention/control, component size and method of 

joining, all of which affect the suitability for selection and use.





for any Senior Living, Education or Wellbeing 

facility are ambient noise reduction, hygiene 

and safety. Aesthetics, ergonomic comfort and 

environmentally friendly fabrication create an

all-round                                    product....  



allergic reaction,                   continuous filament 
solution dyed Nylon with Sanitized® Anti-Bacterial        
and odor reducing technology improves indoor air 
quality by capturing dust and small particulates 
within its pile surface, until they are vacuumed away.  

triggering

increased

The superior density and dimensional stability 
of                    provides a firm substrate, 
whereupon the resultant net force required to 
sustain rolling movement of a standard 
Wheelchair loaded with 150 lb is 4.4 lbs. 
This is considered to be within normal OHS 
standards. 

WHEELCHAIR - ROLLING RESISTANCE

With an ability to reduce impact sound by 
29 decibels, which is far superior to any 
other floor finish,                   creates a calm 
and stress free occupied space. 

NOISE REDUCTION

75%RH, reducing floor preparation, installation 
duration and cost considerably. This avoids 
impact to the facility operation and prevents 
prolonged inconvenience to the occupants.  

                   has an in-built thermoplastic 
moisture proof barrier, providing total 
assurance against moisture penetration to the 
subfloor and prevention of bacterial growth.

MOISTURE PROOF BARRIER

results

*Studied by Carpet Institute of Australia 

up to



Concrete/Subfloor

Solution Dye Continuous 

Filament Fiber

EcoSoft® - Acoustic Cushion

Recycled Cushion Back Carpet

with 100% Moisture-Proof Barrier

                      is a uniquely engineered ‘one of a kind’ recycled 

PET bottle cushion backing with an integral 100% thermoplastic 

moisture-proof barrier system between the carpet and the 

subfloor. Traditional carpet backings are porous, allowing liquid 

spills to penetrate into the subfloor, where they cannot be 

effectively removed. This will lead to odour’s and potential growth 

of harmful bacteria, mold and mildew.    FlowSoft® is treated with 

Sanitized® Antimicrobial technology, which hinder microbial 

growth.

Carpet seams are sealed during installation with an anti-microbial 

seam-weld to prevent moisture penetration, ensuring that 

accidental spillages onto     FlowSoft® remain on the carpet 

surface, where they can be readily spot cleaned and treated.

Sanitized® Antimicrobial Technology



Integral Sanitized® Antimicrobial technology provides 

lifetime hygiene and cleanliness.

    Safe to occupants and the environment.

    Peace of mind protection from bacterial and fungal growth. 

PROTECTED ARTICLE

UNTREATED ARTICLE

Hygiene 

Function

Integrated SanitizedÆ technology

Moisture

Surface

Substrate/material

Increase service life and quality
The material enjoys durable protection thanks 
to SanitizedÆ technology, and the surface 
benefits from the integrated hygiene function. 
The result: Improved material quality and 
longer service life.

Unpleasant odours

Bacteria

Moisture

Moist material

Mold & mildew

Surface

Substrate/material

Microorganisms damage the material
Mold & mildew, bacteria, and algae destroy the 
surfaces unhindered and cause unpleasant 
odours.

Material damage





Flooring becomes 

a key design medium, allowing for 

the creation of truly unique design statements 

without compromising performance.

                          is available in a broad selection

of colors and patterns to provide 

‘soil hiding’ and a focal point to 

support ‘way-finding’ for senior living & 

education....



Névoa evokes a feeling of quiet contemplation, the calm and tranquility brought 

into contrast when the mist clears.

Available in six carefully selected colors to suit the interior ambiance 

for Senior Living, Education and Wellbeing environments. 
NEVOA

                   GIVES A NEUTRAL BACKDROP OF CALM 
SERENITY TO ANY INTERIOR WITH A SUBTLE TONAL 
PATTERN GRADUALLY REVEALING ITSELF.

NEVOA

Roll







Soapstone

AA 02

Slate

AA 03

Dusk

AA 15

Raven

AA 05

APEX II
Available in four carefully selected colors to suit the interior ambiance 

for Senior Living, Education and Wellbeing environments. Roll

APEX II – APEX REPRESENTS THE PINNACLE 
POINT OF AN ARCHITECTURAL STRUCTURE.

Offering an understated textural pattern designed to compliment the interior with 

a quiet and functional aesthetic.





City Fitness, New Zealand 

Performance

Application Wards, Day Care, Senior Living, Dementia Care, Accomodation, 

Education, and Wellbeing

Wellbeing

Sanitized® Antimicrobial

Indoor Air Quality   ASTM D5116-97 - No harmful VOC’s 

Acoustic

Sound Absorption BS EN ISO 354  

NRC 0.30 or higher  

AATCC-174 Part I, II, and III

British Spill Test Method E

Electrostatic Propensity AATCC 134 < 3.0 KV

Colorfastness

   - To Light

   - To Rubbing Wet

   - To Rubbing Dry

ISO 105-B02 Minimum 6

ISO 105 – X12 Minimum 4

ISO 105 – X12 Minimum 4

Passes: No Penetration Occurred

Wheel Chair Resistance Force to movement > 4.4 lbs

Slip Resistance ASTM C 1028  Static coefficient of friction  >  0.70

Wear Classification (BS EN 1307:2014) Class 33 - Heavy Commercial Use

Flammability

Hot Metal Nut BS 4790 Low Radius

Surface Flammability

Reaction to Fire Test

ASTM D2859 / CPSC FF 1-70 Pill Test Pass 

BS EN ISO 9239-1 > 4.5 kW/m2

Specifications

Pile Fiber 100% Solution Dyed Nylon

Roll Size Up to 16 linear meter x 2 meter wide roll

Backing Structure

Neutalizes Covid Type Virus, Harmful Bacterial and Microbial Infestations (See Pg: 10)

  

CERTIFICATION

ALL OCCUPIED SPACES - HEAVY DUTY

- Suitable for all locations



The Carpets Inter facility is certi�ed under ISO:14001, assuring that our environmental compliances meet globally recognized standards. 
We are committed to minimizing environmental impact at every stage of production, by: -  
• Continued use of recycled and recyclable synthetic �ber
• Low-VOC raw material into all manufactured product  
• Zero land�ll since 2009, by repurposing all manufacturing offcut into Refuse Derived Fuel, donated to 
   manufacturing Cement and clean Energy Power generation.
• Recycling waste water and ef�uent with onsite treatment plant, eliminating off-site discharge.
• Sediment donated to agricultural fertilizer for domestic organic crop growth, creating a natural carbon 
   capture towards a green planet and cradle to cradle policy.
• Tree Planting and paper recycling programs
• Member of the Carpet & Rug institute Indoor Air Quality 

At Carpets Inter, we create modular
carpet that does more than just make
the world more beautiful; it makes it
more livable. We do this with products
that meet stringent indoor air-quality
needs, are safe to manufacture and
utilize and incorporate recycled
materials wherever feasible including
our unique EcoSo�® backing f abricated
from millions of recycled plastic bottles.
Our commitment to ecological
sustainability extends beyond our
product. We practice it in everything
we do – from manufacturing facilities 
that maintain the highest environmental 
standards, to reducing our carbon 
footprint in every facet of our global 
business.



Installation Guideline Cleaning and Maintenance Guideline

This product must be installed in conformance 
to the manufacturers guideline.  Failure to do so 
will null & void the product warranty.

This product must be cleaned in conformance 
to the manufacturers guideline.  Failure to do so 
will null & void the product warranty.
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